
Danfoss
LiftDrive LD 302

Title:

Size:

Date:

File:

Number: Revision:

Drawn By:

Sheet  1   of    1

LD302  5,5-22 PM/KSM

1002101 - 1002107PM/KSM -

3.01.2023

PM_KSM_5,5-22kw.eddx DA

M

KSM-Modul

  96    97    98          99                                 13   59.6   20          57.8     57.9         58.2        57.10  58.1    

KSM1.1

KSM1

KSM1

KSM1.1

U         V         W       PE X57.8     BR1                                BR2   24V

BremsüberwachungEvakuierung Bremswiderstand

59.4   57.1   27 18    59.8 X62.2      .3      .4 PE50     53     553                      15                491     92      93        95
PE

PE

CAN-Open
DSP 4.17

Motortemperatur
PTCBremse V<0,2 m/s

Netz
L1      L2     L3  

81     82       PE

Type Art. H X B X T [mm]
LD302 4k0 1002101PM/KSM
LD302 5k5 1002102PM/KSM 510x170x207
LD302 7k5 1002103PM/KSM 510x170x207
LD302 11k0 1002104PM/KSM 580x205x249
LD302 15k0 1002105PM/KSM 730x230x242
LD302 18k0 1002106PM/KSM 730x230x242
LD302 22k0 1002107PM/KSM 730x230x242

KSM1: 
Kurzzeitstrom: 60 A für 30 s / 45 A für 60 s
Bemessungsspannung IERC 60947: 690 V
Ansteuerung: stromlos schaltend
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